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Abstract geometry or shapes. Skeletons have been used in pattern and im-

age analysis [Baja and Thiel 1994; Montanari 1969], finite element
. . . mesh generation [Armstrong 1994; Gursoy and Patrikalakis 1992],
We present an algorithm for generating Voronoi cells for a set of 5nq path planning [O’Rourke 1993], to mention only a few.
planar piecewis€!-continuous closed rational curves, which is

precise up to machine precision. The algorithm starts with the Algorithms for generating Voronoi cells/diagrams have predomi-
symbolically generated bisectors for pairs@f-continuous curve nantly used linear or circular arc inputs [Kim et al. 1995; Srinivasan
segmentgC(t),Ci(r)). The bisectors are represented implicitly in  and Nackman 1987; Yap 1987]. Moreover, algorithms for generat-
thetr-parameter space. Then, they are properly trimmed after be- ing Voronoi diagrams for rational entities typically preprocess the
ing split into monotone pieces. The trimming procedure uses the input curved boundaries into linear and circular segments [Held
orientation of the original curves as well as their curvature fields, 1998], due to the difficulty in processing rational curves directly.
resulting in a set of trimmed-bisector segments represented as im-This preprocessing not only leads to the generation of artifacts and
plicit curves in a parameter space. A lower-envelope algorithm is branches not present in the original Voronoi diagram, which re-
then used in the parameter space of the curve whose Voronoi cellquires a post-processing stage to remove them, but also produces
is sought. The lower envelope represents the exact boundary of thean approximated Voronoi diagram [Ramamurthy and Farouki 1999;

Voronoi cell. The algorithm also supports piecew@econtinuous Ramanathan and Gurumoorthy 2003].
curves and generates the Voronoi cell of such input curves using o 1 . ) )
additional point/curve bisector segments. A Voronoi diagram ofC* planar curves consists of portions of bi-

sector curves for some pairs of curves. In particular, the Voronoi
cell of a curveCy(t) will involve portions of bisectors between a
pair of curves in the set, one of which will I (t). However, gen-
erating the bisector for a pair of planar curves is trivial only if they
are simple, such as straight lines or circular arcs. When the curve
is a rational free-form curve, the bisector is rational only for a few
1 Introduction special cases — a point and a rational curve in the plane [Farouki and
Johnstone 1994] and two rational space curves for which the bisec-
tor is a rational surface [Elber and Kim 1998b]. However, for the
Voronoi diagrams are one of the most extensively studied objects case of coplanar curves (polynomial or rational), the bisector has
in computational geometry. Algorithms for generating Voronoi di- been shown to be, in general, algebraic but not rational [Farouki
agrams for rational curves typically preprocess the input curved and Johnstone 1994]. This has resulted in the need for numeri-
boundaries into linear and circular segments [Held 1998]. This pre- cal tracing of the bisector curves [Farouki and Ramamurthy 1998],
processing generates a Voronoi diagram that is approximate both inwhich is computationally expensive. Alternatively, Elber and Kim
topology and geometry. [Elber and Kim 1998a] showed that the bisector for a pair of ra-
. L . tional curves can be represented implicitly and symbolically in the
Given a number of disjoint planar regions bounded by free-form arametric space. The bisector so generated can be represented in
curve segment€o(t), Cy(ry), ... ,Cn(rn), their Voronoi diagram g implicit form that can be used for further processing. Moreover,

[Aurenhammer 1991] is defined as a set of points that are equidis- the pisectors can be accurately represented up to machine precision.
tant but minimal from twadifferentregions. The term ‘minimal’

ensures that for a point on the boundary curve, the correspondingVoronoi diagram generation algorithms that do not preprocess
point on the Voronoi diagram is the minimum in distance. This def- curved boundaries are relatively harder to find. Lavender et al.
inition excludes self-Voronoi edges [Alt and Schwarzkopf 1995]. [Lavender et al. 1992] suggested a subdivision technique (based on
The Voronoi cell of a curv&y(t) is the set of all points closer to  interval arithmetic) to construct the global structure of the Voronoi
Co(t) than toCj(rj), vV j > 0. The Voronoi diagram is then the  diagram. This method is general in the sense that it can handle ar-
union of the Voronoi cells of all the free-form curves. In this pa- bitrary set-theoretic objects in any dimensions. Chou [Chou 1995]
per, the term Voronoi cell, unless otherwise noted, refers to the suggested an algorithm that is based on a tree structure, whereas
‘boundary of the Voronoi cell’. A related entity to the Voronoi  Alt and Schwarzkopf [Alt and Schwarzkopf 1995] presented a ran-
diagram, the Medial Axis Transform (MAT) or Skeleton, was in- domized incremental algorithm. Nevertheless, both algorithms [Alt
troduced by Blum [Blum 1967; Blum 1973] to describe biological and Schwarzkopf 1995; Chou 1995] appear to have only theoretical
shapes. The MAT can be viewed as the locus of the center andimplications. Ramamurthy and Farouki [Ramamurthy and Farouki
radius of a maximal ball as it rolls inside an object. Since their in- 1999], and Ramanathan and Gurumoorthy [Ramanathan and Gu-
troduction, both Voronoi diagrams and MATs have been used in a rumoorthy 2003] have used numerical tracing methods. [Rama-
wide variety of applications that primarily involve reasoning about murthy and Farouki 1999] first generated the bisectors and then trim
them, whereas [Ramanathan and Gurumoorthy 2003] generated the
*Corresponding author. trimmed segments of the medial axis directly.
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In this paper, the problem of generating a Voronoi cell of planar

free-form closed:1-continuous curves is being addressed. Further, Gi(ri) Fi .

we also consider piecewi&#-continuous curves, i.e., curves with

finitely manyC? discontinuities along them, extending our recently e

reported work [Hanniel et al. 2005]. To begin with, the algorithm is

described assuming the curves @fecontinuous since it involves A

only the computation of bisectors between pairs of curves. The A

extension of the algorithm for the presence of tangent discontinu-

ity points is then described, involving additional bisectors between v N

points and curves. ]
The proposed algorithm uses the free-form rational curves that are Co(t) t
not preprocessed into line segments or circular arcs. It is shown

here that the symbolically generated bisector that is represented as (&) The bisector (in gray) (b) The zero-set in the do-
an implicit form in the parametric space between a pair of planarra- ~ between two rationalC! main of Z5(t,ri), defines
tional curves can be processed to extract the Voronoi cell of aclosed ~ Planar curves. the bisector.

curve. A lower envelope algorithm [Sharir and Agarwal 1995], a

well-known divide-and-conquer technique, has been used for gen-

erating the Voronoi cell [Kao 1999] (to be precise, [Kao 1999] gen- Figure 1: The bisector and the zero-set between two GBenatio-
erated the medial axis). Though [Kao 1999] has described an algo-nal curvesCy (t) andCi(r;).

rithm that uses lower envelope for generating medial axis transform

of general curved objects, he approximated the input curves using

bi-arc splines in his implementation. Itis shown here that the lower n the tr;-plane, corresponds to the untrimmed bisector curve be-
envelope algorithm can be used for processing rational curves d"tweenco(t) andC;(rj). The formulation ofZ3(t,r;), which is de-
rectly. The output of the proposed approach is the boundary of a scribed in Section 3, is based on a symbolic substitution of poly-
Voronoi cell. This boundary is not rational in general and hence is nomial/rational functions of andr; into a simple polynomial ex-
represented as a piecewise implicit form in the parametric spacespression in ther;-plane. Figure 1(a) shows the bisector between
of the original rational curves. This introduced representation is two planar rational curves. The zero-set of #s(t, r;) is shown in
precise up to machine precision, and while not exact, is probably Figure 1(b).
amendable to exact arithmetic computations, a topic beyond the
scope of this work. In Figure 1(a), the CCB ends before it passes through the narrow
portion of the two input curves. This early termination is due to the
All the algorithms and examples presented in this paper were imple- fact that the CCB measures the distances to the two input curves in
mented and created with the aid of tools available in the IRIT [Elber the orthogonal directions to the curves’ tangents. Moreover, near
2002] solid modeling system, developed at the Technion, Israel.  these narrow regions, the displayed CCB should connect to a PCB
and then to a point-point bisector, which are not considered, as we

The rest of this paper is structured as follows: Section 2 outlines jqq mect geometry for now.

the basic idea of this paper. The bivariate implicit representation
of the bisector is described in Section 3. Splitting the function into A topology analysis algorithm [Keyser et al. 2000], described in
monotone pieces is then described in Section 4, followed by the Section 4, is then used to decompose the bivariate functiorriato
description of several bisector constraints in Section 5. Section 6 monotone pieces. This decomposition facilitates the effective ma-
presents the algorithm for Voronoi cell extraction for a closed curve nipulation of the bivariate function when processed further. Each
using a lower envelope algorithm. The extension of the Voronoi monotone piece is subsequently subjected to several constraint
cell algorithm for piecewis€!-continuous curves is described in  checks described in Section 5. The constraints are applied, based
Section 7. Results from our implementation and a discussion on on the orientation of the two rational curves as well as their curva-
the algorithm appear in Section 8. Finally, Section 9 concludes the ture fields. The orientation constraint determines the bisector’s side
paper. with respect to the curves. The object side is assumed to lie on the
right-hand side when the curve is traversed in the increasing direc-
tion of the regular parameterization. Application of the orientation
. constraint purges away portions of the untrimmed bisector that do
2 Basic ldea not belong to the desired side. This constraint can also be flipped to
obtain bisector portions that lie on the other side of the curve.

Let Co(t),C1(r1),...,Cn(rn) be a set of{n+ 1) Cl-continuous ra- Following this, the resulting bisector portions are subjected to a

tional parametric planar closed curves. Without loss of general- curvature constraint. This constraint determines whether the radius
ity, we may assume that the Voronoi cell is extracted for the curve of curvature of the input rational curve at a footpoint of the bisector

Co(t). When the curves ai€!- continuous, only the bisectors be-  is greater than the radius of curvature of the disk determined by the
tween pairs of curves, i.e. curve/curve bisectors (hereafter denoteddistance from the footpoint to the bisector. The application of this

as CCB) are involved, which are non-rational, in general [Farouki constraint purges away some (but not all) points on the bisector that
and Johnstone 1994]. The extension for piecevlis&ontinuous are not minimal in distance to the corresponding boundary curves.

curves, discussed in Section 7, also involves the bisectors between ) .

a point and a curve, i.e. point/curve bisectors (hereafter denoted asThe above process is repeated for all pairs of curves

PCB), which are rational [Farouki and Johnstone 1994]. (Co(t),Ci(ri)).  One feature of the algorithm described in
this paper is the application of the lower envelope algorithm [Sharir

The algorithm starts with the symbolic computation of a bivariate and Agarwal 1995] to generate the Voronoi cell @f(t) with
polynomial function ,#3(t,r;), following [Elber and Kim 1998a], respect taCi(ri), Vi > 0. The lower envelope algorithm here takes
between two planar curveSy(t) and Ci(rj) so that the zero-set  advantage of the correspondence between the bivariate function
of Z3(t,ri), ZF3(t,ri) = 0, which is an implicit algebraic curve  and the distance function that measures the distance from the



footpoint to the corresponding point on the bisector. The lower
envelope algorithm for the generation of the Voronoi cell@g(t)
is described in Section 6.

A similar approach is adopted if the input curves are piece@ise

continuous, considering the additional bisectors between points and

curves. This is described in Section 7.

3 Bivariate Function - Curve/Curve Bisec-
tor

In the coming sections,will replacer; for the purpose of clarity of
representation. Lefo(t) = (Xo(t),Yo(t)) andCy(r) = (xa(r),ya(r))

be two planaiCl-continuous regular rational curves. Though the
functions #1(t,r) or Z,(t,r) in [Elber and Kim 1998a] can be
used, the bivariate functiogs(t,r) in [Elber and Kim 1998a] has

been selected for the generation of the untrimmed bisector because

it does not generate redundant branches, making it ideal for use in
further processing. For completeness, the following formulation is
taken, though not fully, from Elber and Kim [Elber and Kim 1998a].
[Elber and Kim 1998a] showed that a bisector point P must satisfy:

(P—Co(t),Cp(t)) =0, .
(P—Ca(r).C1(1)) =0, @
<wa,co(t)*cl(r)>zo' ©)

When the two tangentS;(t) andCj (r) are neither parallel nor op-
posite, the poinP = (x,y) on the intersection of the two normal
lines of the two curves has a unique symbolic solution for the fol-
lowing matrix equation; from Equations (1) and (2):

91[2]-[ L9959 |

(r) (Ca(r),Cy(r))
Using Cramer’s rule, we can generate a planar bivariate rational
surface: P(t,r) = (x(t,r), y(t,r)), which is embedded in they-
plane:

C/

X
c;

; @

©)

Substituting the expressions feft,r) andy(t,r) into Equation (3),
we get

0 F3(t,r)

)— (Co(t) +Ca(r)

2

P(t.r Colt) ~Ca(n)).

(6)
Equation (6) is then multiplied by the denominatofgf, r) to yield
y3(t7 r)!

0= Z3(t,1) = (Xt (r) —Xa(r)yo(t) F3(t,r). @)

Once Equation (7) is solved, points on the bisector can be computed
from Equation (5). The bisector curve has a considerably lower de-
gree when represented in a parameter space (see [Elber and Kim
1998a] for further details), compared to the conventional represen-
tation of the bisector curve in thg-plane [Hoffmann and Vermeer
1991].

Figure 2(a) shows the untrimmed bisector of two closed curves and
Figure 2(b) shows the surfage r, #3(t,r)) generated by the bi-
variate function and its corresponding zero-set. It should be noted
that .#3(t,r) = O represents the bisector with an accuracy that is
bounded only by the machine precision.
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(@) The untrimmed bisector (in gray) of tv@" closed
planar curves (in black). The bisectors extendoton
both sides.

Fa(t,r

)

(b) The bivariate functior#3(t,r) and its zero-set.

Figure 2: The untrimmed bisector (a) and the zero-sefegft,r)
(b) between tweC? closed planar curveSy(t) andCy(r).

4 Splitting into Monotone Pieces

In order to manipulate and effectively use (i.e., compute
lower envelopes) the zero-set of the bivariate function,
Z3(t,r) =0, it is necessary to break it into monotone pieces, in
thetr-space. Given the polynomiaFs(t,r) in thetr-domain, the
problem is to decompose the zeros of the function into monotone
pieces within the domain, while obtaining the connectivity between
the monotone pieces. This process results in branches of the
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Figure 4: The bisector (in gray) between two closgH planar
curves after applying the LL-constraint (see also Figure 2(a)). The
bisector extends t® on both sides.

Figure 3: The monotone pieces of the zero-sefft, r) shown in

Figure 1(b). desired side — that is, a left-left constraint generatgmints corre-
sponding to bisector points that lie to the left of both curves. Hence
it can also be termed as LL-constraint where LL implies Left-Left.

function delimited by appropriate-domain points, such thatwhen In a similar manner, we can construct the other orientation con-

one traverses the branch from one endpoint to the other, the branchstraints as LR/RL/RR constraints. Figure 2(a), in fact, shows the
is increasing/decreasing in bothandr. The topology analysis LL, LR, RL, and RR components of the bisector between the two
algorithm presented in [Keyser et al. 2000] was implemented to C! planar closed curves.

g o ;
split Z3(t,r) = 0into monotone branches in batandr. The LL-constraint for two regulaE? rational curves is reduced to

The topology analysis algorithm in [Keyser et al. 2000] uses the the following two equations:
turning points (local maxima and minima) and edge points as the

L
input. The turning points are isolated by finding the common si- (P(t,r) = Co(t),Ng (1)) >0, ®
multaneous solutions betweefy(t,r) =0and either%(t, ry=0 (P(t,r) —Ca(r), NlL(r)> >0, 9)

073 _ P ;
or Z2(t,r) = 0. The multivariate solver of [Elber and Kim 2001] Lty i : ; / L
Jar o . . hy whereNs (1) is the normal field defined b t),x5(t)). Ny(r
is used to find these local extrema. Edge points are identified by has a siongil)ar expression aimit,r) is as d%;i)r:oe(d)ir):ol(zazjatiérg ()5)_

computing all the intersections of3(t,r) = 0 with the boundaries L L L . . -
of the domain of interest. Recursive subdivision in thepace is Note thaiNy (t) andN (r) do ot flip directions at inflection points.

used to find the connectivity between all turning and edge points. The LL-constraint can also be formulated in the following way.
Each subdivision involves taking a vertical or horizontal line and Since a point on the bisector is obtained by the intersection of nor-
finding all intersections of the curve with that line. The edge points mal lines at the footpoints of the rational curves [Elber and Kim
are further classified depending on which border they hit. 1998a], the intersection point satisfies the following equation:

The algorithm proceeds by analyzing the pattern of turning points Co(t) + aN(',-(t) =Cy(r) +BNll_(r)7 (10)
and edges points in the region, and either finding the connections

between them, or subdividing the region. For further details, please Wherea and3 represent the parameter on the normalSgif) and
refer to [Keyser et al. 2000]. Cy(r), respectively, whose signs determine whether the intersection

point is to the left or right of the curves. Positive values for bath
Figure 3 shows the monotone pieces (bounded by a box) obtainedand imply that the intersection point is to the left of both curves.
by the application of the topology analysis algorithm for the zero- Thus, the LL-constraint can also be written as follows:
set of #3(t,r) shown in Figure 1(b). The algorithm splits the given
input function at the midpoint whenever two or more turning points a(t,r) >0, (11)
are detected. Hence, two monotone curve segments are visible in B(t,r) >0, (12)
the middle region of Figure 3. This, however, does not affect our

algorithm in any manner. wherea andp are given by (see [Elber and Kim 1998a]):

xa(r) =x(t)  y(r)

a=atr)= yi(r) —yot) —x(r)

5 Applying Constraints ’ ‘ YO w0 |
R0 40

In this section, two constraints are described to trim the individ- —Vp(t) x1(r) —Xo(t)
ual bisectors represented as the zero-set of the bivariate function B M) yar) —yo(t) r
Z3(t,r). The constraints are based on the orientation of the input B=B(tr)= —y,(t) v, (1) (13)
curves (Section 5.1) and their curvature fields (Section 5.2). ‘ xg(t) _Xi(r) ’

Figure 4 shows the portions of the bisector of Figure 2(a) after ap-
5.1 Orientation Constraint plying the LL-constraint.

The orientation constraint uses the direction of the parameterization .

of the input rational curves. The right-hand side is assumed to be- 9.2 Curvature Constraint

long to the interior of the object while traversing the curve along the

increasing direction of parameterization. The orientation constraint The curvature constraint is based on the computation of the curva-
purges away points on the untrimmed bisector that do not lie on the ture fields of the input rational curves and disk at a point on the
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Figure 6: The bisector (in gray) after applying the curvature con-
(a) (b) straint, for the two curves shown in Figure 1(a).

Figure 5: (a) The radius of the disk is smaller than the radius of
curvatures at the footpoints of the curves. (b) The radius of the the points on the bisector. Moreover, they are not ra-
disk is greater than the radius of curvatureZg(r) at the footpoint tional expressions as they contain square roots and hence
implying the violation of the constraint. must be squared. In contrast, vector functioNg(t)/ko(t),
Ny (r)/k1(r), ko(t)No(t), and k1(r)Ny(r) are rational, provided
Co(t) andCy(r) are rational curves, whefi(t) andNy(r) denote
bisector. This constraint eliminates some (though not all) points on the unit normal vectors. Then, the curvature constraints can be re-
the bisector that do not satisfy the minimal distance requirement of formulated in the following alternate way:
the Voronoi diagram. This constraint, in the form of a lemma, is as

follows: (P(t,r) —Co(t),No(t)/Ko(t)) < (No(t)/ko(t),No(t)/Ko(t)),

Lemma 1 The radius (of curvature) of the disk at any point on the . . . (18)
Voronoi diagram/cell should be less than or equal to the minimum ~ (P(t,r) —Cy(r),Na(r)/k1(r)) < (Na(r)/Ka(r),Ny(r)/Ka(r)).
of the local radii of curvature of the boundary segments. (19)

For the proof of the lemma, please refer to [Chou 1995].
Ng(t) (resp.NlL(r)) can either be in the same or opposite direction

Figure 5 illustrates the curvature constraint. Figure 5(a) shows that with respect ton(t) (resle(r)). If they are in the opposite direc-

the radius of the disk is smaller than the radius of curvature of the . . . o . .
curves at the footpoints, implying that the curvature constraint is tion, the left-hand side of inequalities (18) and (19) will be negative

fully satisfied and the center of the disk (markadh the figure) and., therefore, alway§ hoId.I\%(t) (resp:NlL(r)) ISin th(_a same di-
becomes a possible valid point on the Voronoi diagram. Violation rection adNo(t) (resp.Ny(r)), then these inequalities will hold only

of this constraint implies that the radius of the disk at that bisec- When the radius of the disk is smaller than the radius of curvature
tor point is greater than the radius of curvature of a curve at the 1/Ko(t) (resp.1/k1(r)) of the boundary curve (see Figure 5).
footpoint. Figure 5(b) shows a disk that violates the curvature con- tpe cyryature constraint also implies that a point on the Voronoi
straint. Consequently, the center of such a disk (mabkedhe fig- ol cannot be closer to its footpoint than teeolutepoint corre-

ure), though itis a point on the bisector, is not a point on the Voronoi ¢ ; ; ;

. o =TS - ; ponding to that footpoint, sin€&(t) + No(t)/ko(t) (resp.C1(r) +
diagram, as it violates the minimality of the distance. Hence, points
such a have to be purged away. N1(r)/k1(r)) traces the evolute of a cur@(t) (resp.Cy(r)) and

is rational, providedy(t) (resp.Cy(r)) is rational.
To formulate the constraint, a distance functidft, r) is introduced

that corresponds to the distance between the bisector point and th
footpoint (actually to both footpoints as they are equidistant from (P(t,r) —Co(t), No(t)/Ko(t)>

eThe curvature constraints (18) and (19) can be reduced to

the bisector point) and is defined as follows: 1k (t)2<N O.N (t)> <1, (20)
0 o(1), No
Do(t,r) = [[P(t,r) = Co(t)]], (14) (P, —Ca(r), Ru(r)/ka(r)) _ . o1
Da(t,r) = [IP(t.1) —Ca(1)] (15) Va2 Ry 1)
The distance functions correspond to the radius of the disk that is or
tangent to the footpoints, and eithag(t,r) or D1 (t,r) can be used. R
Since the curvature of the disk of a bisector point is larger than the (P(t,r) —Co(t), ko(t)No(t)) < 1, (22)
(positive) curvature of one of the curves at the footpoint, we have: <P(t r)—Cu(r) Kl(r)Nl(r)> <1 (23)
1/Do(t.1) > (sign(Cq(6),Ns (1)) ko(t),  (16)  since(Ro(t), Ro(t)) = (Ru(r), Ru(r)) = 1.
: 1" L
1/Da(t,r) > (S|gn<Cl(r), Np (r)>)K1(r), an Figure 6 shows the portions of the bisector obtained after applying

the curvature constraint (and after subjecting it to the LL-constraint)
for the untrimmed bisector shown in Figure 1(a). Some points on
the bisector that do not correspond to the minimality of the distance
condition of the Voronoi diagram have been removed. However,
Constraints (16) and (17) appeared to be too slow in our further processing to remove all remaining points that do not corre-
preliminary implementation since they are applied over all spond to the minimality of the distance is required. This is achieved

where thesign function denotes the sign of the expression within
the brackets andy(t) andk(r) are the curvature functions of the
respective curves.



by applying the lower envelope algorithm that is described in the
following section.

6 Voronoi Cell Extraction

In this section, the extraction of the Voronoi cell for G-
continuous closed curv€y(t), with respect to the othe€!-
continuous closed curves(ri), Vi > 0, is described. The extrac-
tion starts with the computation of the untrimmed bisectors using
the bivariate functionZs(t,r1) described in Section 3 and is fol-
lowed by splitting.#3(t,r1) = 0 into monotone pieces described in
Section 4. The process of trimming the zero-setaft,r1) using

the LL-constraint described in Section 5.1 is then carried out. Sub-
sequently, the curvature constraints described in Section 5.2 trim
the zero-set of#3(t,r1) further. The above process is repeated for
all pairs of curvesCy(t) andCi(ri), Vi > 1. The lower envelope
algorithm (described in this section) is used at the end to compute
the Voronoi cell ofCy(t).

The problem of constructing the Voronoi cell is reduced to the com-
putation of the lower envelope in the following way: Given a curve
Co(t) and the set of curves (i), let Dj(t) denote the distance func-
tion Dj(t,r;), described in Section 5.2. Then, the lower envelope of
the set{Dj(t)},i = 1,...,n, identifies the Voronoi cell o€y(t). In
other words, the problem of computing the Voronoi regiog(t)

is reduced to the problem of computing the lower envelope of a set
of distance functiondsj(t), over thet-domain ofCy(t). Points on

the Voronoi cell are then computed by mapping the points on the
lower envelope onto thi;-domain.

The concept of computing the lower envelopes has been extensivel

Agarwal 1995]. For the benefit of readers, the basic lower enve-
lope algorithm is introduced in Section 6.1, following [Sharir and
Agarwal 1995]. The description of the basic predicates needed to
implement the algorithm over rational curves is then presented in
Section 6.2, followed by the details of using the predicates to gen-
erate the Voronoi cell, in Section 6.3.

6.1 General Lower Envelope Algorithm

Given a set ot-monotone curves, they are initially divided into
two subsets of size at moft/2], recursively computing the lower

mid-parameter has smallBx (t)-values over the interva, b] and,
therefore, belongs to the merged lower envelope.

@

(b) ©

Figure 7: lllustration of the lower envelope algorithm.

The lower envelope algorithm for line segments is illustrated in Fig-
ure 7(a). Consider the two segments 1-1 and 2-2, as shown in the
figure. The first step involves the identification of overlapping
parametric regions and the splitting of the two segments at these
parametric values. For example, for the two curves 1-1 and 2-
2 shown in Figure 7(a), the overlapping parametric regioaklis
hence they are split at parametarandb. Further processing is
required only for the portions where the overlapping of parame-
ters occurs. The portion of overlapping parametric regions is tested
for intersections. If intersection points exist, they are again split
at these parameter values (egin Figure 7(b)). The split por-
tions between intersection points are then tested to identify the ones
with minimal distance and to eliminate other portions. Thét)

Ycomparison check is performed only at the mid-parameter value be-
used for arrangements of line segments [Halperin 1997; Sharir and P P y P

tween the intersections (marked as dots in Figure 7(b)). The result
of the merging process in the example is shown in Figure 7(c).

6.2 Lower Envelopes of Rational Curves

Analyzing the algorithm, it is easy to see that it requires only a
few basic geometric operations. However, when rational curves are
involved, the possible computation of each of these functions may
differ. The main functions needed are:

envelope for each of the subsets. Thereafter, these subenvelopes are o A function that identifies all-parameters where intersections

merged back to obtain the overall lower envelope. The termination
condition of the recursion is a singlemonotone curve that is the
lower envelope of itself.

The main part of the algorithm is the merging step, which is per-
formed in a sweep-like manner. Let us assume that we have two
lists of curves, which are themselves lower envelopes that are to
be merged. The merging process of the two lists starts from the
leftmostt parameter value. A sweep-like algorithm, along the
domain, identifies the set of intervdés b] where the two lists over-
lap. Therefore, we end up with merges of the interyajsh;] in
thet-domain where both curves are defined. All the intersection
points of the curves from the two lists lying on the inter{egl bj]

are identified. The parameter values, where intersections occur,
are also identified. Between a pair of intersection points, the por-
tions that belong to the merged lower envelope have to be identi-
fied. This can be done by comparing tbgt)-values of the two
curves at the middlé-parameter between the intersection points.
Because of continuity, the curve with the smallg(t)-value at the

occur. Formulation of the intersection parameters can vary
from one problem to another and also depends on the tools
that are available for that particular problem. For example,
in the case of a Voronoi cell, equating two distance functions,
computed symbolically, will determine th@arameters of the
intersections.

A function that compares thBj(t)-values of two curves at

a givent-parameter. In the Voronoi cell determination, this
function amounts to a comparison of the distance function val-
ues at the corresponding middiparameter value.

A function for splitting &-monotone curve into two subcurves
at a newt-parameter.

For line segments or univariate functions, these basic functions can
easily be implemented. In the following section, the details of gen-
erating the Voronoi cell via lower envelopes is described.
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Figure 8: (a) The bisectors (in gray) between the pairs
(Co(t),Cy(r1)) and (Co(t),Cx(r)) of C! planar curves. (b) The
squared distance functiorﬁ(t,rl) and D%(t,rg) of the bisectors

of the respective pairs of curves.

6.3 Voronoi Cell via Lower Envelope

Given atri-monotone curveZs(t,r;) = 0, for everyt value there is

a single corresponding value. Furthermore, there is a correspon-
dence betweeg#3(t,ri) = 0andDj(t). If .#3(t,r;) = 0is monotone
over an intervat € [a,b], thenD;(t) is well defined ovefa, b] since
for everyt value there is a singlg value and hence a single cor-

responding distance value. Therefore, we can apply the lower en-

velope algorithm to the distance functions defined over monotone
bisectors of the form#s(t,ri) = 0, provided we can compute the
needed basic predicates y(t) as described in Section 6.2.

Unfortunately, a rational representation Bf(t) is not available.
The square of the distance functibq(t,r;) may be used instead.
Figure 8(b) shows the squared distance functi&isst,rl) and
D%(t, r») for the bisectors between pairs of pla@amrational curves
(Co(t),Ca(r1)) and (Co(t),Co(r2)) shown in Figure 8(a). Then,

Gi(ri) q fi
/
’ TN
Co(ta)
/
Co(to)
Colt) t

(a) The bisector (in gray)
between two rationalC!
planar curves.

(b) The zero-set in the do-
main of Z3(t,ri), defines
the bisector.

Figure 9: The bisector of a non-conv& curve can have-
parameters corresponding to non-minimal points.

trimmed bisector are also the minimal distance poin€g(ft) (see
Figure 1). However, whe@(t) is non-convex, this may not be the
case. There may be sonténtervals that have no corresponding
lower envelopes. For example, the footpoint (sucB#$) in Fig-
ure 9(a)) of the untrimmed bisector poiqti6 Figure 9(a)) does not
correspond to the minimal distance with respedE§@). In other
words, there exist points such @g(ty) (in Figure 9(a)) closer t@
than its footpoinCy(tp).

A footpoint Cy(tg) of p that does not correspond to minimal dis-
tance with respect t6y(t) implies thatp is inside the Voronoi re-
gion of Co(t) (with respect taCi(r)) and not on its boundary. Let
rio denote the parameter @(r;) that corresponds tty (and to

p), and letq be the pointCi(rip) (see Figure 9(a)). Clearly is
outside the Voronoi region @y(t). Moreover, as the trimmed bi-
sector is continuous and divides the plane into two Voronoi regions,
the line segmenpq connectingp with q intersects the boundary of

the required basic predicates can be computed symbolically usingthe Voronoi region (i.e., the trimmed bisector) in at least one point

F(t,ri) andDA(t,r;) functions.

The intersection points can be identified using the following set of
equationsi(# j):

[IDi(t,ri)] |2 = [IDj (t, )2, (24)
Fa(t,r) =0, (25)
F(t,rj) =0. (26)

Comparison of two squared distance functioﬁg(t) and DJZ(t),
at a givent parameter is performed by initially obtaining the cor-
respondingr; andr; parameter values (a single solution toy-
monotoneZ3(t,r;) = 0 segments) and then comparing the function
values ofD?(t,r;) and DJZ(t, rj) at the respective parameter values.

To split aDiz(t) function into two pieces at a givenparameter,
all that is needed is to split its correspondingmonotone implicit
curve Z3(t,ri) = 0 at that parameter.

The result of the lower envelope algorithm is a listigfmonotone
implicit curves .Z3(t,rj) = 0 that are split att-parameters of
equidistant bisector points. The union of the cung@st,r;) =0
represents the Voronoi cell @(t).

The above lower envelope algorithm results in the Voronoi cell of
Co(t) whenCy(t) is convex. In the case of a convEy(t), for ev-
ery t-parameter, the footpoints corresponding to the points on the

(such ad in Figure 9(a)). The intersection poihtlso hagj as its
foot point, since the line segmepgis on the normal line t€;(rip).
Thus, the parametery corresponding tdg also corresponds to at
least one othet-parameter with a smaller distanceggsee Figure

9(a)).

Therefore, repeating the lower envelope procedure for rthe
parameter eliminates thieparameters that do not correspond to
minimal distance. In fact, by applying the lower envelopé ime
trim away all portions of the untrimmed bisector that are inside the
Voronoi region ofCi(ri) and by applying the lower envelope fin

we trim away all portions of the untrimmed bisector that are in-
side the Voronoi region ofy(t). Hence, the trimmed bisector for
a pair of curveLy(t) andCi(ry) is the result of applying the lower
envelope procedure bothirand inr;.

7 The Voronoi Cell Piecewise Cl-

Continuous Curves

for

When the curve is only piecewisg!-continuous, bisectors for
point/curve pairs have to be considered as well. The bisector of
a point/curve pair is rational [Farouki and Johnstone 1994]. In
this section, the bisector generation for a point/curve pair is de-
scribed first (Section 7.1). Trimming of the PCB is then described
using the orientation (Section 7.2.1) and curvature constraints (Sec-



tion 7.2.2), reminiscent of the CCB trimming case (Sections 5.1
and 5.2). The application of these constraints to PCB is discussed
in Section 7.2.3. The minimum distance/radial lower envelope of
these trimmed bisectors, is described in Section 7.3. Finally, cases
where eitherCy(t) or Ci(t), i > 0, are piecewiseCl-continuous

are discussed in Sections 7.4 and 7.5, respectively. In what fol-
lows, let P = (px,py) denote a tangent discontinuity point and
C(t) = (x(t),y(t)) denote & continuous curve segment.

7.1 Point/Curve Bisector

A point B on a PCB has to satisfy the following two equations:

<B—C(t),c’(t)> =0, (27)
<B_ C(t)2+P

.C(t)— P> =0. (28)

Equation (27) indicates that the vector from the bisector pBint
to its footpoint on the curve must be orthogonal to the tangent of
the curve at the footpoint. Equation (28) indicates that the bisector
point B has to be equidistant to bokhandC(t).

Equations (27) and (28) are linearB Hence, they can be solved
symbolically using Cramer’s rule to identify the bisector points
B(t) = (bx(t),by(t)) as follows:

bx(t)
XX (t) +y(t)y (t) y(t)
B ‘ (HO) (x(t) — ) + (P (v(t) — py)  y(©) — py ‘
- X'(t) y(t) ' ’
X(t) = px ()~ By
by(t)

(29)

Clearly, Equation (29) representii®it) is rational, provided(t)

is rational. Figures 10(a) and 10(b) shows two examples of
untrimmed bisectors (in gray) between a pdhand a closed!
continuous curveC(t).

(b)

Figure 10: Two examples of a bisector (in gray) between a planar
closed rational curv€(t) and a point. In (a), the point is inside
7.2 The Point/Curve Bisector’'s Constraints the closed curve, whereas in (B)js outsideC(t).

In this section, two constraints, similar to the ones applied to bi-
sectors of pairs of curves, are described to trim the individual PCB.
The constraints are based on the orientation of the input curve and
its curvature field. The constraints can directly be applied to the
obtained PCB without the monotone splitting that was required in
the CCB case. The functioB is monotone, following the single
parametet, from the curveC(t). Hence, the bisector functioB

will be denotedB(t).



7.2.1 Orientation Constraint (31)) at the mid-parameter values. The subdivided portions that do
not satisfy the constraints are purged away.

The orientation constraint uses the direction of the parameteriza- ; : ; ;

. : . X S gures 11(a) and 11(b) show the resulting bisector after applying
tion of the input rational curves. The right-hand side is assumed 10 y,o ¢onstraints (their untrimmed version is shown in Figures 10(a)
belong to the interior of the object while traversing the curve along and 10(b)).

the increasing direction of parameterization.

The orientation constraint purges away points on the untrimmed

bisector that do not lie on the desired side — that Isfteconstraint 7.3 Minimum Distance / Radial Lower Envelope
generates points corresponding to bisector points that lie to the left

of the curve. Hence it can also be termed as L-constraint where The trimmed bisector shown in Figure 11(a) contains some re-
L implies Left. In a similar manner, we can construct the other dundant segments that do not correspond to the minimum that the
orientation constraint as R-constraint. Voronoi cell definition demands. The following procedure can be

The L-constraint for a regular rational curve is reduced to the fol- used to obtain the true minimum.

lowing equation: e |dentify the intersection points between the remaining por-
. tions of the bisector curves and split them at these points.
B—C(t),N-(t)) >0 30
< (8N )> ’ (30) e At the mid-parameter values, check whether the footpoint of
Lt i ~ ; _ / the bisector point is the minimum (in distance) to the curve
whereN™(t) is the normal field o€(t) defined ag—y (1), x (1)), C(t). Portions of the bisector that do not correspond to the
minimum distance are purged away.

7.2.2  Curvature Constraint In the above procedure, the routine ‘identifying the minimum dis-
tance between a point and a curve’ is applied only at the mid-

As in the CCB case, this constraint eliminates some (though not parameter values and hence it is reasonably efficient.

all) points on the bisector that do not satisfy the minimal distance _. . . . o

requirement of the Voronoi diagram. The curvature constraint (as Fi9ureé 12 shows the trimmed bisector after applying the ‘mini-

in the curve/curve case) can be reduced to the following equation; MUM distance’ procedure (the untrimmed version is shown in Fig-

ure 10(a)).
(B—C(t),k(t)N(1)) <1, (31) Alternatively, the lower envelope described in Section 6.1 can be
) . . . applied radially around the tangent discontinuity point. Such a
wherek(t) is the curvature function oE(t) andN(t) denotes its  |ower envelope will be termedadial lower envelope In the ra-
unit normal vector field. dial lower envelope, the distance function is defined over the angle

6 between a poinB;(r;) andP, similar to the definition of the dis-
tance function over thedomain in Section 6.1 (refer to Figure 13).

In Figure 13, the angl@ is shown to be measured from the horizon-
tal line PL. However, in general, any reference line could be used.
In the case of CCBs, the constraints are applied on the zero-set ofThe basic functions needed for the radial lower envelope, defined
the bivariate functionZ3(t,r). Since a PCB is a rational function, using the anglé and the curves;(r;), are as follows:

the constraints can directly be applied in the bisector fundsi@n

7.2.3 Applying the Constraints

that was obtained symbolically (Equation (29)). e Finding the intersections of the distance functions corre-
sponds to computing the intersections of Byecurves (such
Zerosin a PCB are defined to be the points on the PCB where the asly, Iy, etc. in Figure 13) and sorting them radially, i.e.,

sign of the constraint equations changes. Poles, where the PCBhas  according to the anglé.
points at infinity, are also included in this definition. In the case of

a PCB, when the given poitR lies outside the given cun@(t), o Comparing two distance functions at a giv®parameter cor-
the zeros and poles are equivalent, i.e., the sign change of the PCB  responds to finding the points &f andB; that intersect the
occurs only at the poles where the difference ve@r) — P is ray emanating fron® with angle® and comparing their dis-
parallel to the tanger®’(t). Hence, the zeros of the L-constraint tances tc>.

occur when the denominator of Equation (29) vanish: e Splitting a curve at a giveA-parameter corresponds to split-

, ting it at its intersection point with th@-angle ray emanating
x(tx) (t)p y(t%(t)py —o. (32) from P.
g _

Figure 14 shows one application of a radial lower envelope. Figure

14(a) shows the trimmed PCBs. Application of a radial lower enve-

lope results in the bisector segments shown in Figure 14(b). Further

trimming of the resultant bisector is possible, to keep it within the
a . bounds of the two limiting normals of the curve at the tangent dis-

(B—C(t),k(ON(1)) ~1=0. (33) continuity locationP. This step is shown in Figure 14(c).

The zeros for the curvature constraint can be obtained by solving
the following equation:

The zeros of the curvature are the cusp points in the bisector func-

tion B(t) (see Equation (29) and Figure 10(a)). The cusp points 7.4 Voronoi Cell When Only Cy(t) is Piecewise cl-
can be identified by equating the first derivativeBgf) to zero, i.e., Continuous

B'(t) = 0. The degree oB'(t) is less than the degree of Equation

(33) and hence more amenable to implementation. Assume curveCo(t) is the only piecewis€!-continuous curve in

The bisector function is then subdivided at the zeros. The subdi- the input set of curves, ar@(t), i > 0 are allC! continuous. To
vided portions are subjected to the constraints (Equations (30) andobtain the Voronoi cell o€y(t), the following procedure is applied.
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Cs(rs) Ca(rz)

Figure 13: Radial lower envelope.

e Split the curveCy(t) at the tangent discontinuity points.

e Compute the CCBs and apply the curve/curve trimming pro-
cedure and the lower envelope to get the bisector segments of
the curve/curve case (Figure 15(a)).

e Compute the PCBs and apply the point/curve trimming proce-
dure and the radial lower envelope to get the bisector segments
of the point/curve case (Figure 15(b)).

C(t) e The Voronoi cell for piecewis@:l-continuousCo(t) is the
union of the above two sets of bisector segments (Figure
15(c)).

Whenever both CCB and PCB exist and in order to distinguish be-
tween them, the CCB is shown in gray and the PCB in black, as in
Figures 15 and 16).

(b)

- - - . 1
Figure 11: The bisector (in gray) between a planar closed rational 7.5 Voropou Cell when Ci(ri) is Piecewise C'-
curveC(t) and a pointP after applying the constraints (see also Continuous
Figures 10(a) and 10(b)).
Computing the Voronoi cell for piecewis@!-continuous curves
Ci(ri) amounts to computing the lower envelope of the trimmed
CCBs and the trimmed PCBs (induced by the tangent discontinu-
ity points ofCi(ri)). Hence the lower envelope routine described in
= Section 6.1 needs to be extended to handle PCBs as well.
The bisector curveBi(t) derived in Section 7.1 is parameterized
with the parameterof Cy(t). Therefore, the squared distance func-
C(t) tion:

DA(t) = (Bi(t) —C(t),Bj(t) —C(t)), (34)

Figure 12: The trimmed bisector (in gray) between a planar closed IS Well defined over thé-domain. Such a squared distance func-
rational curveC(t) and a poinf. tion, originating from a PCB, can easily be computed at a given

t-parameter and the distance can be compared to another squared
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Figure 14: (a) The trimmed bisector (in gray) of the PCBs. (b) Figure 15: (a) The portion of the Voronoi cell due to CCBs. (b) The
Portion of the bisector after applying the radial lower envelope. (¢) portion of the Voronoi cell due to PCBs. (c) The complete Voronoi
Trimmed radial lower envelope using the bounding normals of the ¢g|| of a piecewis€-continuousCo(t).

point.



distance value at the sanigarameter, either originating from a
PCB (computed in the same way) or from a CCB (computed as de-
scribed in Section 6.3). In a similar way, splitting a functlbﬁ(t)
originating from a PCB, at a giverparameter corresponds to split-
ting the bisector curv8;(t) at that parameter.

Inidentifying the intersection points of the bisectors, corresponding
to the intersections of the squared distance functions, we distinguish
three cases.

e Intersections between two CCBs.
e Intersections between a CCB and a PCB.
e Intersections between two PCBs.

Section 6.3 described how the first case is carried out. The second
case, the intersections between a C&RB,r;) (represented by the
implicit function .#3(t, r;)) and a PCBBj(t), can be identified using

the following equations (ih andr;): Figure 16: Voronoi cell for piecewis@!-continuousCi(r;)’s. Co(t)
hasDeg= 3, andCP =7, C;(r1), Cx(r2) andCs(r3) haveDeg= 3,
DA(t,ri) = Di(t), (35) CP=4. DegZ; = 10
F3(t,r) =0, (36)

WhereDJZ(t) is the univariate squared distance function defined in
Equation (34) and)iz(t,ri) is the bivariate squared distance func-
tion described in Section 6.3. The third case, intersections between
two PCBs, can be identified by solving the univariate equation (in

t):

DA(t) = D¥(t). (37)

Alternatively, it can be solved using a regular curve/curve intersec-
tion procedure for two rational bisector curvggt) andB;(t).

Thus, the complete algorithm for computing the Voronoi cell for Ci(r1)
piecewiseCl-continuous curve€;(r;) is: Co(t)
e Split the curve<i(r;) at the tangent discontinuity points. O O
e Compute the trimmed CCBs corresponding to t8&- —
continous portions oF;. Ca(ra)
e Compute the trimmed PCBs corresponding to the tangent dis- Figure 17: Voronoi cell (in gray) o€o(t). Co(t) hasDﬁe\g: 3, and
continuity points ofC;. CP=7,Cy(r1) andCy(rp) haveDeg= 5, CP=5. Deg¥3max= 18.

e Apply the lower envelope algorithm to the resulting set of

PCBs and CCBs. provided for each of the figures. They can sometimes denote the
Figure 16 shows such an example. maximum value of the input curves which can be identified by the
tagmax Figure 17 shows the Voronoi cell of a closed cuBt).
Figure 18 shows the Voronoi cell 6(t), where the input geome-
. . try consists of four closed curves. Figures 19 and 20 show two more
8 Results and Discussion test cases where all objects have convex profiles. The algorithm is
demonstrated for non-convex curves as well, in Figures 21 to 24. In

We implemented the proposed algorithm for extracting the Voronoi Figures 23 and 24, the cur@(t) is non-convex. A Voronoi cell
cell of a closed curve using the IRIT [Elber 2002] modeling en- for piecewiseCt-continuous curves;(t), i > 0, is shown in Figure
vironment. In this section, results from some test cases are pre-25. Another result for piecewigg!-continuous curve§;(t), i > 0,
sented. The input rational curves are representedéageBor B- is presented in Figure 16.

spline curves. At no time are these (piecewise) rational curves ap-

proximated into line segments, circular arcs, or a different represen-

tation. H(_e_nce, we are working with only a few (pl_eceW|se) ratlo_nal 8.1 Discussion

input entities as opposed to a large number of (linear and/or circu-

lar) input generators, which may be the case when approximation

schemes are employed. In what follows, the closed curve for which The following are the major steps of our algorithm:

the Voronoi cell is to be generated is denote@gg) and the other
closed curves are denoted appropriatelds;), Vi > 0. The de-
gree of the input curves (denoted @sg), the number of control 2. split the zero-sets af3(t,r)’s into monotone pieces;
points used (denoted &P) and the degree of#3(t,r) (denoted

asDeg%#3) computed as given in [Elber and Kim 1998a] are also 3. apply the trimming of CCBs i.e. i#3(t,r)’s;

1. formulate the bivariate functiofs(t,r);
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/ Figure 21: Voronoi cell (in gray) oEq(t). All the input curves have

Figure 18: Voronoi cell (in gray) dEo(t). All the input curves have rli])egC:PS; gogev‘:f'co(tzfi%dc2(r2) haveCP = 7, wherea<; (r1)
Deg= 5, andCP = 5. Deg%3 = 18. asCP=3. Deg¥zmax= 10.
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Figure 22: Voronoi cell (in gray) oEq(t). All the input curves have
Deg= 3,CP= 7. Deg%3 = 10.

4. compute PCBs, for piecewi€#-continuous curves;
Figure 19: Voronoi cell (in gray) oEo(t). All the input curves have 5. apply trimming of PCBs;
Deg= 3, andCP = 7. Here, the bisector curves degenerate into g compute the lower envelope, extracting the Voronoi cell; and
lines. Deg%#3 = 10.
7. compute radial lower envelope(s),Gh(t) is piecewiseC!-
continuous.
Ci(r1) Our experimental results indicate that all the above steps are rea-

sonably efficient. Computation of the Voronoi cell took from a few
seconds to a few minutes. All the experiments were carried out on
an Intel Pentium 4 1.8GHz computer with 256MB RAM using the
IRIT [Elber 2002] environment.

Even though the algorithm has been implemented using floating

point arithmetic, it has been found to be reasonably robust. Splitting
@ Cy(r2) the zero-set of a bivariate functio#s(t,r) into monotone pieces
involves the computation of turning points, which can be computed
Ca(ra) to arbitrary precision. Though the_ splitti_ng procedur_e descr_ibe_d in
[Keyser et al. 2000] uses exact arithmetic, our experiments indicate
that the splitting worked well with floating point arithmetic in all
Cs(rs) cases that have been tested so far. Exact arithmetic tends to slow
down the algorithm considerably. It is also possible that alternate
algorithms that split a curve into monotone pieces could be used.

; . ; ; ; The lower envelope algorithm uses symbolic computation of dis-
Figure 20: Voronoi cell (in gray) d€o(t). All the input curves have . L 4
Dlg;: 3.CP=7. |3|eg§?3(|:glo.Y) ® pt CLiry v tance functions and hence it is fast, reliable and robust.

The input rational free-form curves are used directly without ap-
proximating them by linear or circular arcs. As a result, the data
that are generated on the Voronoi cell can be considered precise up
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Figure 23: Voronoi cell (in gray) of a non-conv&y(t). All the
input curves hav®eg= 3. However,Co(t) hasCP = 8, whereas
the other curves haveP = 7. Deg%3 = 10.

Figure 24: Voronoi cell (in gray) of a non-conv&y(t). All the
input curves hav®eg= 3, CP = 7. Deg#%#3 = 10.
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Figure 25: Voronoi cell (in gray) o€y(t) for some piecewis€?!-
continuousCi(ri)’s. All the input curves hav®®eg=3. CP=7
for Cp(t), Ci(r1) andCy(rp). Cs(rz) andCy(rs) haveCP = 4.
Deg%3 = 10.

to machine precision. Moreover, the algorithm does not require a
post-processing stage to remove the artifacts that would have been
created by an approximation of the rational curves. The algorithm
generates Voronoi cells that are topologically correct and geometri-
cally accurate to whatever precision desired.

Not all bisectors, generated between pairs of closed curves, are go-
ing to play a role in generating the Voronoi cell of some closed
curve. For example, for the closed cur@g(t) in Figure 18, the
Voronoi cell of Cy(t) does not contain parts of the bisector gen-
erated for the pai€y(t) andCs(rs), even though the untrimmed
bisector is generated for them and processed by the algorithm.

The medial axis [Ramamurthy and Farouki 1999; Ramanathan and
Gurumoorthy 2003] for a set of curves connected at the end points
and forming a closed domain can be generated using the presented
Voronoi cell generation procedure. Making one of the curves in the
set ay(t), in turn, will generate the medial axis. Figure 26 shows
the medial axis transform (MAT) of a closed domain consisting of
free-form curves using the Voronoi cell algorithm described in this
paper. Computation of each Voronoi cell took around ten seconds.
However, it is clear that, not all the curves are to be usethés

in order to generate the medial axis. A more efficient generation
scheme of the medial axis of freeform planar curves is currently
under investigation.

Since the definition of a Voronoi diagram precludes self-Voronoi
edges (traditionally, a Voronoi diagram is defined only for distinct
entities), no self-bisectors are considered in this work. Yet, the bi-
variate function#3(t,r) can be used to generate self-bisectors (bi-
sectors of a curve with itself), and the presented algorithm can also
be extended to generate self-Voronoi edges. This work can also be
used to generate Voronoi diagrams or MATs for domains bounded
by piecewiseCl-continuous rational curves and vertices that are
concave or reflex. These ideas are currently under investigation.

9 Conclusions

This paper presented an algorithm for generating the Voronoi cells
of a set of rational planar closed curves. It is shown that the sym-
bolically computed bisectors in suitable parameter space for pairs
of rational curves can be used to generate the Voronoi cells of pla-
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